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Rheem Tankless Water Heater Venting Kits
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rheem offers multiple Venting Options for Tankless Water Heaters to speed and ease installation

Whether the installation calls for a power vent or a direct vent unit, 

Rheem venting kits provide all the parts an installer needs to do the job right

Montgomery, Alabama (April 29, 2008) — Rheem offers a variety of venting solutions in a kit format that significantly reduce the installation time for power vent (PV) and direct vent (DV) tankless water heaters. Each venting kit contains all the parts needed to finish the job quickly and correctly.

[image: image2.png]


— All fittings in a kit are equipped with gaskets that easily snap or clamp together. 

— Category III Stainless Steel venting and other durable materials resist corrosion and typically last well past the life of the water heater. 

— Maximum tankless vent runs are 47 feet with one elbow, and 37 feet if three elbows are used. 

What follows is a brief rundown of the various venting options currently available from Rheem:

Rheem Horizontal Vent Kits: Power Vent Models — For quick and easy side wall power vent terminations: 

· For the Rheem 42PV and 53PV tankless water heaters, 3-inch pipe:  PTG 20003.
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For the Rheem 74PV and GT199PV tankless water heaters, 4-inch pipe:  PTG 20007
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Rheem Sweet Termination Kits: Direct Vent Models (short run) — For quick and easy side wall direct vent terminations:

· For Rheem 74DV and GT199DV tankless water heaters, 5-inch to 9-inch walls:  RTG20058; 9-inch to 13-inch walls:  RTG20059; and 13-inch to 17-inch walls:  RTG2060.

· For Rheem 53DV tankless water heaters, 8-inch to 16-inch walls:  RTG20066.

Rheem Direct Vent Kits:  Direct Vent Models (long run) — These kits are designed for long horizontal and vertical direct vent installations. To complete the kit, additional piping and elbows may be required for long runs. 

· For Rheem 74DV and GT199DV tankless water heaters: Horizontal Vent Kit —  RTG2032HHT; Vertical Vent Kit:  RTG2033HHT.

Note: Venting is not required for outdoor installations of tankless water heaters.
About Rheem Manufacturing Company

Rheem Manufacturing Company (www.rheem.com) is a privately held company with headquarters in Atlanta, Ga. In its 81st year of operation, the company manufactures a full-line of high-quality residential and commercial heating and cooling systems, water heaters, swimming pool heaters and commercial boilers throughout North America and world markets. The premium brands of Rheem Manufacturing Company include Ruud, Raypak and Rheem. Rheem Manufacturing Company is the major associate sponsor of Richard Childress Racing and the No. 29 team driven by Kevin Harvick, 2007 Daytona 500 Champion, 2007 Craftsman Truck Series Champion and 2006 Busch Series Champion. Rheem is also the primary sponsor of Kevin Harvick Inc.’s No. 33 and No. 77 car for four high-profile Nationwide Series races in 2008.

Note: Publication-quality photograph of the images shown in this press release can be downloaded at the following location on the web:
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RHEEM sweet termination  vent kit for direct vent models 





RHEEM direct  vent kit for direct vent models 









